
Additional equipment

Wood hydrometer

The hydrometer is needed for measuring of wood proper humidity during fuel

purchasing but also for current control of stored wood.

Boiler fired with wood of proper humidity warrants complete and correct fuel

utilization. Long term use of inappropriate wood causes the onset of tar on boiler

internal walls, which causes difficulty in correct boiler operation.

1. ORLAN SUPER
2. Opened compensating

vessel
3. Radiator
4. Thermal safety device
5. Four-way mixing valve
6. Circulating pump

7. Difference valve

ORLAN additional equipment

Thermal safety cooling device

To protect the boiler against overheating, any collector is

needed to collect the heat surplus.

For this purpose, the best way is to use any device able to work

on gravitation such as water heater or heat accumulation tank.

There is also a new solution, accessible only in ORLAN, where

a TS 130 thermostatic draining valve is con-nected (produced

by Honeywell).

If the water excess temperature of 200°F the draining valve

opens the cooling water flow (from water-pipe network)

through the thermal cooling heat exchanger, built-in the boiler

upper part.

If the thermostatic draining valve is used there is no need to

connect any other heat collector on the central heating

system. The solution with draining valve is recommended

when there is no place for placing of water heater and also

when the warm operational water is heated in other device

(e.g. in flow water heater).
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